
Compact Powered 
; 1 : “‘d4 Control Monitor 

GJ hi kk Loudspeaker 
Professional Series 

Key Features: 
b Molded, high impact enclosure with 

shielded magnet structure 

b Biamplified for low distortion 
output 

b Components: 
135 mm (5% in) low frequency 

transducer 
19 mm (74 in) titanium dome 

tweeter 

b Optional mounting hardware 

The Control 1E is a high perform- 
ance biamplified personal monitor 
loudspeaker with built-in biamplifica- 
tion. A 20-watt amplifier is dedicated 
to the low frequency section, and a 
lo-watt amplifier is dedicated to the 
high frequency section. Frequency 
division is ahead of the amplifiers, and 
the transducers are directly connected 
to the amplifiers for maximum power 
transfer and optimum damping. 

The Control lE.can be driven from 
any low level (preamp out) or high 
level (loudspeaker) signal source 
with adjustment made by a high-low 
sensitivity switch. Volume and tone 
controls allow the level and frequency 
balance of the Control 1E to be 
adjusted for the purpose at hand. 

There is an auxiliary line output for 
driving additional Control 1E units, 
and a preipost gain control allows a 
single Control 1E to act as a master unit 
for a series of slave units, or for driving 
an added powered subwoofer channel. 

Among the many uses of the Control 
1E are: home theatre center and sur- 
round applications, computer audio 
monitoring, home studio near field 
monitoring, multimedia presentations, 
keyboard/guitar monitoring, and 
prepackaged component systems. 

The Control 1E accepts the MTC-50 
series of accessories, providing the 
user a wide range of mounting 

- options. 

Preliminary Specifications: 
SYSTEM 

Frequent! Response ( + 3 dB) 120 Hr. tco 20 kHz 
Dlrectwlty Factor (Q)’ 2 8 

Dn-ectwltr Index (DI) 4 5 dB 

Polarity: Positive voltage to tip of input connector causes outward 
low frequency cone morion 

Maximum Output: 104 dB SPL @ 1 meter 
ELECTRICAL: 

Power Consumprlon 
Oulescent 15 watts 

‘High Positio;l: 210 millivolts, for maximum ourput 
Low Position: 2.0 volts, for maximum output 

THD Plus Noise (1 kHz, full output): 
LF: 0.1% @ 10 watts (-40 dB) 

HF: 0.3% @ 5 watts (-30 dB) 
Connectmn\ 

Input 6 6 mm (I/, m) tip, rmg, sleeve balanced phone lack 
Line Output 6 6 mm (I/+ m) unbalanced phone lack 

AC Powermg 100 volr\/iO-60 HL. 120 volts/GO Hz. 210 volr\/50 HL 
GENERAL: 

Enclosure Material: Polypropylene structural foam 

Finish: Black 

Dimensions 229 x 165 x 159 mm 
H x W x D (9 x 6’12 x 6% m) 

Net Weight (each): 4.1 kg (9 lb) 
Shipping Weight (each): 4.5 kg (10 lb) 

ACCESSORIES 
MTC-51 Wall Mount Bracket Allows the Control 5 to be mounted to an! rlgld vertlcnl 

surface wth d umque pal\ mer ball and cldmp design 
In addltlon to omnldlrectlonal movement about the 
bdll, rhe speaker’s connectmg wres may be run Internal 
To the clamp 

MTC-52 Cellmg IMount Bracket The sdme a\ the hlTC-51 except that It 1s designed to be 
mounted to a rgld celhng wrface Opnonal colors 

MTC-53 Rack Mount Bracket Allows the Control 5 to be mounted m a standard 19 mch 
EIA eqmpment rxk, with accommodation for vertical 
,Idlu\tment 

MTC-54 Tripod Mountmg Adapter Allows the Control 5 to be mounted fo theJBL MT+612 
alummum trlnod m either a vertical or horl,xxx‘~l mxtlon 

MTC-56 Wall Mount Bracket: Low cost, fixed angle wall mount bracket with safety chain 

Note Acceshor) attdchment pomts on redr of the enclosure dre 
% x 20 threaded brass buhhmgs 

1 A\er.yqd fri~m 5”” H, ,<I 2 i !,H, 


