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INDICATED DIMENSIONS ARE TO | (41-3—9 s_i
CENTER OF GRAVITY (CG) [1.6D eX H.
o FRONT SIDES REAR  [1.6]
9. WEIGHT: 20.6 Kg(45.5 LBS).
8. SUSPENSION POINTS: M10 — THREADED SUSPENSION POINTS. 371.4
2X TOP, 2X BOTTOM, 2X LEFT, 2X RIGHT, 2X REAR [14.6]
7. M8 — THREADED SUSPENSION POINTS. 4X REAR
FOR OMNIMOUNT 60.0.
6. POLE MOUNT: 35mm (1—3/8") FEMALE SOCKET.
5. COMPONENTS: LF — 262H-1
HF — 2408H-1
4. INPUT CONNECTORS: 2 NEUTRIK NL4 AND
1 BARRIER STRIP WITH 2 TERMINALS, ALL 3
CONNECTED IN PARALLEL. JBL PROFESSIONAL
TOLERANCES m. A Harman International Company
3. GRILL: 14 GA. PERFORATED CRS, POWDER COATED (UNLESS OTHERWSE SPECIFIED) Northridge, California 91329 U.S.A.
BLACK XXX % .083 INCH TME
XX + 125 INCH
2. MATERIALS: 15.8 MM BIRCH PLYWOOD. ANGULAR TOLERANGE OF 0430 CUSTOMER DRAWING: MD52
BOTTOM FRACTIONAL DIMENSIONS % 1/32 SIZE DRAWING NO. REV
1. FINISH: BLACK DURAFLEX == L OWENSIONS ARE NCHES A 446233 B
[* ALL DIMENSIONS ARE FINISHED DIMENSIONS
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