
Control Series 

Key Features: 
b Integral ceiling flush-mounting 

hardware, including spring-loaded 
grille 

F Self-contained in molded enclosure 

F High sensitivity (90 dB SPL, 
2.83V@ lm) 

b Tapped, switchable autotransformer 
for use on 100 V lines may be 
bypassed 

F High power handling (150 W 
continuous pink noise with 
autotransformer bypassed) with 
internal protection network 

F Components: 
135 mm (5% in) low frequency 
loudspeaker 
19 mm (% in) polycarbonate 
dome tweeter 

The JBL Control 1CM provides the 
monitor sound of the Control 1 in a 
self-contained package specifically 

- designed for unobtrusive flush- 
mounted ceiling installation in offices, 
stores, clubs, restaurants, 
discotheques and other locations 
where highest sound quality is 
required and visual considerations 
preclude surface mounting of the 
loudspeakers. Its integral mounting 
hardware allows fast and easy 
installation, and its spring-loaded 
grille quickly snaps in place to 
provide a neat, professional 
appearance. No additional mounting 
accessories are needed. 

The Control 1CM features the 
acclaimed acoustical perfOUm.nCe 
of the Control 1 and adds to it a high 
quality internal autotransformer 
which allows easy connection to a 
constant-voltage loudspeaker 
distribution line. The autotransformer 
may be set to ~5,15,30 or 60 watts 
when fed from a 100 volt line, and it 
can be bypassed to connect the system 
directly to the power amplifier. The 
screwdriver adjusted autoformer 
switch is mounted on the enclosure 
baffle, under the grille, for easy access 
after installation. 

Specifications: 
SYSTEM: 

Frequency Response ( t 3 dR): 120 Hz to 20 !iHz (;tlltoti-anfortn~r Ix~m\c’cl ) 
Power Capacit!-1: 150 W 

Sensitivity?: 90 dR SPL, 2.83 \‘. I 111 (3.3 ft 1 
Directivitv Factor (0): 2.8 

Net We@ (each) 3 2 kg (’ lb) 

Shipping ‘Weight (six): 26.7 kg (58.8 lb) 



b Control@ 1CM Ceiling Mount Control Monitor Loudspeaker System 

The JBL Control 1CM utilizes 135 mm (5V4 in) low 
frequency and 19 mm (V4 in) high frequency drivers, and 
features the same high power handling (150 W continuous 
pink noise), high sensitivity (90 dB SPL, 2.83 Vat 1 m), 
excellent frequency response (120 Hz - 20 kHz + 3 dB 
with autotransformer bypassed), internal protection 
network, and molded enclosure design as the Control 1. 

Like the other systems in the renowned Control Series, 
the JBL Control ICM sets an industry standard: it is the 
new standard in ceiling loudspeakers for the 
discriminating user. 

Architectural Specifications: 
1 he loudspeaher shll con\t\t of d 135 mm (5% III) low frequenq 

transducer, 19 mm (‘/$ 11~) dome htgh frequent\ trdnxiucer, frequent\ 
cltv~dtng networh dnd dutotrdn\former tn\talled m d ported enclowre 
The mdgnettc a\\emhlte\ shall u\e ferrite magnet\ The low frequenq 
voice cotI &II he 25 mm (1 in) 111 dumcter The frequent\ dtwdmg 
netwxh shall have a ctwwvcr frequencl of 6 kHr and shdll uttltre 
poh prop\ lene I~\ pass cqxttor\ to reduce h\ steresl\ effect\ on the 
stgn,~l The autotr,tn~former \h,tll be tn\talled m the tntertor of the 
enclowre .tnd \hdll hd\e dn externalI\ acce\\lble swatch for 4electmg 
It\ up\ for power settings of ‘5, 15, 30 dnd 60 m,ttt\ when drwen from 
.t 100 \olt line The external wtrtng connector\ \hAl be \prmg loaded 
dnd gold plated, dnd \hdll xcept bdre wtre, angle or dual ban&id-t\ pe 
COlltlWtOr\ nlth 19 mm \,‘JC”‘g 

Perfot manic \pecthcdtlons of J t! IXCJI productton untt wtth the 
rtutotr.tll~torlller swtched to b\pa\\ shall be d\ follow measured 
sensltl\lt\ (SPL dt 1 m [.3 3 ft] wtth 2 83 \ Input, swept from 500 HL 
to 2 5 hH/) shdll be dt least 90 dB SPL Frequenu reqwnse shall be 
wthtn plus or minus 3 dB from 120 HL to 20 hH/ Liable frequent\ 
re\ponw shdll extend downmxd to 7O H/ Nomtnal Impedance shall 
he 4 ohm\ Kated power capaclt! shall be dt ledst 150 watts contmwu\ 
ptnh nolw, b‘tsed on a test vgnal of hltered random nwxe conformmg 
to tnterndttondl \tdnddrd IEC 26% 5 (pmk noise wtth 12 dB/octave 
rolloff below 40 HL and above 5 kHL wth a peak to dverage ratto of 
6 dH), two hour\ duration 

The tnternal autotransformer performance speclhcatton\ med\ured 
from dn\ mcattdge tdp shall be d\ follow frequenq response &ill 
be wtthm plu\ or menu\ 2 dB from 40 HL to 10 kHr Total harmonic 
dl\tortton shall be le\\ thdn 0 5% at or below rated power levels 
lnsertlon loss shall be le\\ than 1 dB 

The enttre enclowre \hdll be manufactured of molded polvpro- 
p! lene structural fodm Mountq hardware shall be wpplted for 
cetltng m\tallatton, and a sprtng-loaded grtlle to cover m\tallatton 
cutout\ \hdll be Included Ocerall dtmenstons shall be no greater than 
235 mm (9% m) by 159 mm (6% tn) by lr9 mm (i-/x m) deep Fmtsh 
shall be cream whtte 

The \\stem shall be the JBL Model Control 1CM 

Frequency Response at 1 W, 1 meter, Impedance 

Distortion vs. Frequency 10 W, Distortion Raised 20 dB 

Horizontal and Vertical Beamwidth (-6 dB) vs. Frequent) 

Directivity vs. Frequency 
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