VERTEC DRIVEPACK V5 PRESETS
VT4880ADP-DA

FRONT-FIRING (use with VT4889ADP-DA)

VERTEC DRIVEPACK DPDA V5 PRESET SUMMARY .xls

| PRESET |DESCRIPTION

VT4880ADP-DA VT4889ADP-DA X 1 VT4880ADP-DA (X mode) for use with VT4889ADP-DA (X preset); front-firing
VT4880ADP-DA VT4889ADP-DA 60 2 VT4880ADP-DA (60 Hz LPF) for use with VT4889ADP-DA (60 preset); front-firing
VT4880ADP-DA VT4889ADP-DA 80 3 VT4880ADP-DA (80 Hz LPF) for use with VT4889ADP-DA (80 preset); front-firing
REAR-FIRING CARDIOID (use with VT4889ADP-DA)

VT4880ADP-DA VT4889ADP-DA CARDIOID X 5 VT4880ADP-DA (X mode) for use with VT4889ADP-DA (X preset); rear-firing cardioid
VT4880ADP-DA VT4889ADP-DA CARDIOID 60 6 VT4880ADP-DA (60 Hz LPF) for use with VT4889ADP-DA (60 preset); rear-firing cardioid
VT4880ADP-DA VT4889ADP-DA CARDIOID 80 7 VT4880ADP-DA (80 Hz LPF) for use with VT4889ADP-DA (80 preset); rear-firing cardioid
FRONT-FIRING (use with VT4888DP-DA)

VT4880ADP-DA VT4888DP-DA X 9 VT4880ADP-DA (X mode) for use with VT4888DP-DA (X preset); front-firing
VT4880ADP-DA VT4888DP-DA 60 10 VT4880ADP-DA (60 Hz LPF) for use with VT4888DP-DA (60 preset); front-firing
VT4880ADP-DA VT4888DP-DA 80 11 VT4880ADP-DA (80 Hz LPF) for use with VT4888DP-DA (80 preset); front-firing
REAR-FIRING CARDIOID (use with VT4888DP-DA)

VT4880ADP-DA VT4888DP-DA CARDIOID X 13 VT4880ADP-DA (X mode) for use with VT4888DP-DA (X preset); rear-firing cardioid
VT4880ADP-DA VT4888DP-DA CARDIOID 60 14 VT4880ADP-DA (60 Hz LPF) for use with VT4888DP-DA (60 preset); rear-firing cardioid
VT4880ADP-DA VT4888DP-DA CARDIOID 80 15 VT4880ADP-DA (80 Hz LPF) for use with VT4888DP-DA (80 preset); rear-firing cardioid
FRONT-FIRING (use with VT4887ADP-DA)

VT4880ADP-DA VT4887ADP-DA 60 17 VT4880ADP-DA (60 Hz LPF) for use with VT4887ADP-DA 60 preset; front-firing
VT4880ADP-DA VT4887ADP-DA 80 18 VT4880ADP-DA (80 Hz LPF) for use with VT4887ADP-DA 80 preset; front-firing
REAR-FIRING CARDIOID (use with VT4887ADP-DA)

VT4880ADP-DA VT4887ADP-DA 60 CARDIOID 20 VT4880ADP-DA (60 Hz LPF) for use with VT4887ADP-DA 60 preset; rear-firing cardioid
VT4880ADP-DA VT4887ADP-DA 80 CARDIOID 21 VT4880ADP-DA (80 Hz LPF) for use with VT4887ADP-DA 80 preset; rear-firing cardioid
EXTENDED RESPONSE (use with outboard DSP)

VT4880ADP-DA 120 | 23 |]VT4880ADP-DA 120 Hz LPF (for use with outboard DSP)

NOTE: ALT FILTER OFF / ON TOGGLES BETWEEN PRESETS 23 (OFF = extended response) AND 3 (ON = 80 Hz lowpass = factory default)

12/11/2014




