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PRESET RELEASE HISTORY

Release 1.1.0:

• Initial VTX B18 Preset release

Release 1.1.1:

• Corrected minor formating issues

PRESET NAME DESCRIPTION 

• 60 = Refers to a 60Hz acoustic low-pass point

• 80 = Refers to a 80Hz acoustic low-pass point

• REAR = Cardioid preset to be used for the rear facing subwoofer enclosure

NOTES

• The most up to date versions of all VTX presets are always included in the latest version of JBL's Performance ManagerTM software. 

• Make sure the latest Crown Audio I-Tech HD firmware is used.

• Arbitrary preset combinations can be created using JBL's HiQNet Performance ManagerTM control software

• For more information on preset selection refer to the VTX B18 User Manual.
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CROWN AUDIO I-TECH 4X3500HD

CH 1 CH 2 CH 3 CH 4

VTX B18 Presets
VTX B18 60 2 VTX B18, LPF: 60Hz B18 60 B18 60 B18 60 B18 60

VTX B18 60 REAR 3 VTX B18. LPF: 60Hz, rear firing for cardioid B18 60 REAR B18 60 REAR B18 60 REAR B18 60 REAR

VTX B18 80 4 VTX B18, LPF: 80Hz B18 80 B18 80 B18 80 B18 80

VTX B18 80 REAR 5 VTX B18. LPF: 80Hz, rear firing for cardioid B18 80 REAR B18 80 REAR B18 80 REAR B18 80 REAR

Device File: VTX B18 R1.1.1.I-TECH4x3500HD.Device
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CROWN AUDIO I-TECH 12000HD

Device File: VTX B18 R1.1.1.I-TECHHD.Device

CH 1 CH 2

VTX B18 Presets
VTX B18 60 2 VTX B18, LPF: 60Hz B18 60 B18 60

VTX B18 60 REAR 3 VTX B18. LPF: 60Hz, rear firing for cardioid B18 60 REAR B18 60 REAR

VTX B18 80 4 VTX B18, LPF: 80Hz B18 80 B18 80

VTX B18 80 REAR 5 VTX B18. LPF: 80Hz, rear firing for cardioid B18 80 REAR B18 80 REAR
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