VERTEC DRIVEPACK V4 PRESETS

VT-DP VerTec V4 PRESET SUMMARY

VfenTec:

VT4887ADP-CN

DEVICE FILE NAME: V4 Rev A.VT4887ADP-CN.device

2-WAY OPERATION (FACTORY MEMORY) | PRESET |DESCRIPTION

VT4887ADP-CN 2WX 1 VT4887ADP Full Range (48 Hz HPF, extended LF/HF response)
VT4887ADP-CN 2W 2 VT4887ADP Nominal Flat for distributed, short throw / proximity fill applications
VT4887ADP-CN 2W DOWNFILL 3 VT4887ADP Downfill Preset (for use with VT4887ADP suspended under VT4889, VT4889-1 or VT4889ADP)
3-WAY OPERATION (FACTORY MEMORY) | PRESET |DESCRIPTION

VT4887ADP-CN 4881A 60 4 VT4887ADP (60 Hz HPF) for use with VT4881A or VT4881ADP (60 preset)
VT4887ADP-CN 4881A 80 5 \VVT4887ADP (80 Hz HPF) for use with VT4881A or VT4881ADP (80 preset)
VT4887ADP-CN 4881A 100 6 VT4887ADP (100 Hz HPF) for use with VT4881A or VT4881ADP (100 preset)
3-WAY OPERATION (FACTORY MEMORY) | PRESET |DESCRIPTION

VT4887ADP-CN 4882/80A 60 7 VT4887ADP (60 Hz HPF) for use withVT4882DP or VT4880ADP (60 preset)
VT4887ADP-CN 4882/80A 80 8 VT4887ADP (80 Hz HPF) for use with VT4882DP or VT4880ADP (80 preset)
USER MEMORY | PRESET |DESCRIPTION

USER (VT4887ADP-CN 2WX) 9 USER MEMORY (loaded with: VT4887ADP 2WX)

USER (VT4887ADP-CN 2WX) 10 USER MEMORY (loaded with: VT4887ADP 2WX)

NOTE: SUB FILTER OFF / ON OPERATION TOGGLES BETWEEN PRESETS 1 (OFF) AND 5 (ON)
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